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Technical Specifications

Model Name

Speed

TCPlink PS16000

IEEE 802.3 10BaesT
IEEE 802.3u 100BaseT(X)

LAN Mode

Dual Subnets or Network Redundancy

Connector ports
Serial interface

2x 10/100BASE-T(X) RJ-45

D-Sub9 RS-232/422/485 software selectable (-N models) or

Input Voltage
Input Current (@ 12VDC)
Power Consumption

el RJAS Isolated RS-422/485 software selectable (-SiS models)
Ports 16

Baud Rate 1200~921,600 bps software selectable

Data Bits 5,6,7.8 software selectable

Stop Bit 1,2 software selectable

Parity None, Odd, Even, Space, Mark

Flow Control None, Xon/Xoff, RTS/CTS (RS-232 only)

Isolation 2.5 KV (-Sis models only)

DC version: 24 - 48VDC; US-EU version: 100~240 VAC (EU or US Plug)
DC version: 0.54 A @24VDC; US-EU version: 0.21A@100VAC
Approximately 21 W (Max)

DC version: 5.08mm 3-pin Lockable Terminal Block

Environmental Limits

Operating Temperature
Storage Temperatute
Ambient Relative Humidi

Software

COnnator EU-US version: IEC 60320-1 C14 AC Power Inlet
Power Redundancy No

Reverse Polarity Protection Yes (DC version only)

Relay Output Yes (1)

Physical Characteristic

Housing 1P30 SPCC housing

Dimension (W x H x D) 436mm x 43.5mm x 200mm

Weight 3,200

Installation 19" Rack-Mount (Kit Included)

Reset Button Yes

-20°C ~ 70°C (-4°F ~ 158°F)
-40°C ~ 85°C (-40°F ~ 185°F)
5%~95%(Non-condensing)
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